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TECHNICAL NOTE 3853

COMPRESSIVE STRESS-STRAIN PROFERTIES OF 2024-T3
ATUMINUM-ATIQOY SHEET AT ELEVATED TEMPERATURES

By Eldon E. Mathauser
SUMMARY

Compressive stress-strain test results for 2024-T3 aluminum-slloy
sheet are presented for temperatures ranging from room tempersture to
700O F and for exposure times from 0.1l to 100 hours. All specimens
were loaded parallel to the rolling direction of the sheet and tested
at a nominal strain rate of 0.002 per minute. Stress-strain curves are
presented for each temperature and exposure time investlgated, and signif-
icent design data obtained from the curves (compressive yield stress,
Young's modulus, secant and tengent moduli, and two stresses useful for
determining the meximum compressive strength of plates) sre presented in
graphicel and tabular form. A rate-process relationship is used to
determine the exposure time that produces a meximum compressive yield
stress for a given temperature and a time-temperature paremeter derived
from rate-process theory is used to present the compressive yield
stresses as & single master curve.

INTRODUCTION

Many studies have been mede to determine the effects of elevated
temperature and expasure time on the compressive stress-gtrain .proper-
ties of aluminum-slloy sheet. (See, for example, refs. 1 to 3.) Although
these experimental studies covered a wide range of temperatures and
exposure times, no data were obtained which indicate the effects of
short exposure times (less thsn 1/2 hour) on the elevated-temperature
compressive properties of these alloys. In addition, for longer expo-
sure times, compressive stress-strain properties were obtailned only for
temperature increments of about 100° F. The present study was made to
determine the effects of short exposure time on the compressive stress-
strain properties of aluminum-alloy sheet and also to obtaln conven-
tional compressive stress-strain curves for longer exposure times (up
to 100 hours) at small temperature increments.

In the present investigation, compressive stress-strain curves
were obtained from 2024-T3 aluminum-slloy sheet for exposure times
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from 0.1 to 100 hours and for ‘temperatures from room temperature to

T00° F. A similar study was made on TOT5-T6 aluminum-alloy sheet. (See
ref. 4.) The stress-strain curves are presented for each temperature
and exposure time investigated and significant design data obtained from
the curves are given in graphical and tebular form. A study was made tO
determine whether the exposure time that produces a maximum compressive
yield stress at a glven temperature can be predicted with the use of a
rate-process relationship and to determine whether the compressive yleld

stresses for various combinations of temperature and exposure time can be

plotted as a single curve against a time-temperature parameter derived
from rate-process theory.

SYMBOLS
€ strain -
c stress, psi
Ooy 0.2-percent-offset compressive yleld stress, psi
Op stress at which Ei = %‘Es’ psil
O3 stress at which Eg = % Eg, psi
E Young's modulus, psi
Eg secant modulus, psi
Eq tangent modulus, psi
t exposure time, hr
T temperature, OF
Tg temperature, CR

TEST SPECIMENS AND PROCEDURES

The compressive stress-strain specimens were 1.00 inch wlde and
2.52 inches long. All specimens were machined from one sheet of

i
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2024-T3 aluminum alloy of 0.06L4-inch nominal thickness with the longitu-
dinal axes of the specimens parallel with the rolling direction of the
sheet. The specimens were tested in the compressive stress-strain equip-
ment shown in figure 1 and described iIn reference 5. Temperature varia-
tion over the l-inch gage length of the specimens did not exceed 5°
during the tests, and specimen temperatures during the tests were main-
tained within #5° F of the nominal test temperature. The rate of loading
was controlled to achleve as closely as possible a strain rate of

0.002 per minute for all specimens.

For exposure times of 1 hour or less, the specimens were inserted
in the preheated compressive stress-strain test fixbures and were main-
tained at test temperature for the desired time prior to loading. Expo-
sure time for these specimens is defined as the time at test temperature
prior to loading plus the time required to load the specimens to the
compressive yleld stress. For exposure times greater than 1 hour, the
specimens were heeted in an oven gt the desired test temperatures for
the designated exposure times. These specimens were then cooled to room
temperature and subsequently reheated to the test temperatures in the
compression stress-strain equipment prior to loading. Testing of these
specimens began immediately after the desired test temperature was
achieved.

Three specimens were tested at each temperature for & 0.5-hour
exposure. Only one specimen was tested at each of the other temperstures
and exposure times.

RESULTS AND DISCUSSION

Test Results

Compressive stress-strain curves obtalned from the tests for tem-
pereatures up to T700° F and for a O.5-hour exposure at the elevated tem-
peratures are given in figure 2. The curves are typlcal results cobtained
from tests of three specimens at each temperature. The 0.2-percent-
offset compressive yield stresses are Indlcated by the tick marks. Fig-
ures 3 to 15 present compressive stress-strain curves obtained for test
temperature from 200° F to TOO® F and for exposure times from 0.l to
100 hours. A summary of the compressive propertles obtalned from the
stress-strain curves shown iIn figures 2 to 15 is given in teble I.

A curve of average values of Young's modulus obteined from the
tests at each temperature is given in figure 16. The scatter in the
experimental values of Young's modulus ranged from approximately %2 per-
cent at the low test temperatures to 5 percent at the high test temper-
atures. No significant change In Young's modulus was obtained at a glven
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temperature for different exposure times. Results of studies by previous
investigators have indicated that no significent chenge in Young's modulus
should be sexpected for different exposure times at a glven temperature.
(For example, see ref. 3.)

The effect of exposure time at the different test temperatures on
the compressive yield stress 1s shown in figure 17. Experimental results
are shown by the symbols. Solid lines are drawn through the data within
the range of exposure times Investigated at each temperature. The deshed
curves Indicate estlimated values of compressive yield stresses obtalned
from a cross plot of the data in figure 17 into the form shown in fig-
ure 18. Exposure times ranging from 0.1 to 100 hours appear to have no
significant effect on the compressive yleld stress for temperatures up
to 250° F. At 300° F artificial sging produces an increase in the com-
pressive yleld stress for exposure times greater than 10 hours. From
350° F to L425° F the compressive yield stress is increased to & meximum
value by artificial aging for different expoSUre times at each tempera-
ture; however, additional exposure produces overaging with a resultant
decrease in strength. Above 4250 F the compressive yleld stress was
maximum for the shortest exposure time at each test temperature and
decreased continually with increasing exposure time. The increase in
compressive strength obtained with the 2024-T3 aluminum-alloy sheet at
various temperatures is anticipated because this material in the "as
received”" condition is naturally aged. -Artificial aging resulting from
exposure at elevated temperatures produces an Increase in strength. In
contrast, the compressive strength of TO75-T6 aluminum-alloy sheet is
not increased by exposure at elevated temperstures because this material
in the "as received" condition is artificially aged to maximum strength
(See ref. L.)

Figure 19 presents the change of secant modulus with stress for
temperatures ranging from room temperature to TOO° F for a 0.5-hour expo-
sure at the elevated temperatures. Figures 20 to 32 show the change of
secant modulus with stress at each test temperature for different expo-
sure times. The change of tangent modulus_With gstress at the elevated
temperatures is given in figure 33 for the 0.5-hour exposure and in fig-
ures 34 to 46 for all other exposure times investigated at the elevated
temperatures. The secant and tangent modull presented here were deter-
mined from stress-strain curves obtained for a given strain rate. Con-
siderably different velues of tangent moduli mey be expected for other
gtrein rates; however, the values of secant modulus are not expected to
change apprecisbly.

Figures 47 and 48 present the changes of o, and 03, respectively,

with exposure time for the different test temperatures. The stresses
0o &and oz &as defined in reference 6 are the stresses at which

Ey = % Eg and Ey = % Eg, respectively. These stresses were shown to
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be useful in the determination of maximum compressive strength of plates
(ref. 6) and may also be considered to be suiteble definitions of the
compressive strength of materials at elevated temperatures. Both 0o

and 03 show changes with exposure time at the different test tempera-

tures that approximate the changes in the compressive yield stress. The
compressive yleld stress, however, is greater than either Op Or o3

at any corresponding temperature and exposure time. The values of 0o
and 03 determined from each stress-strain curve are listed in t&ble T.

Prediction of Time-Temperature Combinations That
Produce Maximum Yield Stress
The following rate-process relationship was investigated to deter-

mine whether time-temperature combinations which produce maximum come
pressive yleld stresses can be predicted satisfactorily:

-AH/RT RT
where
t1, to exposure time, hr
Ty, To temperature, °R
al

R iversal gas constant, 1.10. —S2=__

universal gas cons s ——
AH activation energy for aluminum alloys, 36 X 107 é%% (ref. T)

Experimental data given in the literature (for example, fig. 8 of ref. 8)
indicate that maximum compressive yield stress for 2024-T3 aluminum-elloy

sheet is obtained for Tl = 400° F and tl = L% hours. This time-

temperature combination was substituted into equation (1) to determine
other time-temperature combinations that were expected to give maximum
compressive yleld stress. The predicted time-temperature combinations
are shown by the curve in figure 49. Experimental results obtained from
the curves of figure 17 are shown by the symbols in figure 49. The pre-
dicted results are in good agreement with the experimental dsta. Equa-
tion (1) thus appears to be satisfactory for estimating time-temperature
combinations that give maximum values of compressive yileld stress. In
addition, tensile-yleld-stress data for 2024-T3 aluminum-alloy sheet
(refs. 9 and 10) indicate that equation (1) will also predict time-
temperature combinations which produce meximum tensile yield stresses.
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Master Compressive-Yleld-Stress Curve.

A time-temperature parameter used previously for correlating the
hardness of steels with time and tempering temperastures (ref. 1ll) was _
investigated to determine whether the yleld stresses shown in figure 17
could be presented as & single master curve. The time-temperature param-
eter is TR(28 + logyg t), where TR 1is temperature in degrees Rankine,

28 is a material constent (determined from equation E&ﬂ of ref. 1l1),

and t 1s exposure time In hours. Compresslve yleld stresses obtalned
in the present investigation are plotted as & function of the time-
temperature parameter in figure 50. Test results are shown for tempera-
tures from 300° F to TOOC F and for exposure.times from 0.1 to 100 hours.
Compressive yield stresses for temperatures below 300° F are omitted
from this figure. For these relatively low test temperatures no signi-
ficaent changes in yield stresses were obtained in the range of exposure
times investigated. The experlmental compressive yield stresses that
are Joined by the dashed lines in figure 50 were obtained for time-
temperature combinetions which do not produce either meximum compressive
yleld stress or overaging of the materisl. Such time-temperature combi-
nations all lie in the region below the curve in figure 49. The exper-
imental compressive yield stresses which lie on the master curve (solid
line) of figure 50 were obtalned for time-tempersture combinations that
lie on the curve of figure 49 or in the region above this curve. The
master curve of figure 50 appears useful for estimating compresslive yleld
stresses for 2024-T3 aluminum-alloy (within the time-temperature range
investigated) with the following limitations: Only those time-temperature
combinations that correspond to meximum strength or overaging of the
meterial (fig. 49) may be considered. No data are availsble at present
to indicate whether the master curve can be used successfully to predict
compressive yleld stresses outside of the time-~tempereture range inves-
tlgated, particularly for very short exposure times at high temperstures.

CONCLUDING REMARKS

The results of compressive stress-strain tests of 2024-T3 aluminum-
alloy sheet indicate that exposure times ranging from 0.l to 100 hours
produce no significant change in compressive yleld stress for tempera-
tures up to 250° F. At 300° F the compressive yleld stress is not
changed appreciably until after an exposure of 10 hours. For tempera-
tures from 350° F to 425° F the compresslve yleld stress increases as a
result of artificial aging to a maximum value at different exposure times
whlch depend on the temperature. Exposure times which give maximum values
of compressive yleld stress in this temperature range are predicted by a
rate-process relationship and are in good agreement with the experimental
results. From 4250 to 700° F the compressive yleld stress for each test
temperature is maximum at the shortest exposure time of 0.1 hour and
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decreases continually with increasing exposure time. The test results
show no significant varistion in Young's modulus due to exposure time at
any given test temperasture. The compressive yleld stresses cbtained for
time-temperature combinations which produce elther meximim yield stress
or overaging of the material are plotted in terms of a time-temperature
parameter to obtain a master yield-stress curve.

Langley Aeronautical ILeboratory,
Nationsl Advisory Committee for Aeronautics,

Langley Field, Va., August 9, 1956.
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Figure 1.- Equipment for compressive stress-strain tests.
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Figure 16.- Effect of temperature on Young's modulus for 2024-T3 aluminum-
alloy sheet.
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Figure 28.- Variation of secant modulus with stress for 2024-T3 aluminum-
alloy sheet at 500° F,
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Figure 29.- Variation of secant moduius with stress for 2024-T3 aluminum-
alloy sheet at 550° F.
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Figure 30.~ Variation of secant modulus with stress for 2024-T3 slumimm-
alloy sheet at 600° P.
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Figure 31.-~ Variation of secent modulus with stress for 2024-T3 alumimmm-
alloy sheet at 650° F.
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Figure 32.- Varlation of secant modulus with stress for 2024-T3 slumimm-

_alloy sheet at 700° F.
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Figure 33.- Variation of tangent modulus with stress for 2024-T3 aluminum-
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alloy sheet at 300° F.
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Figure 43.- Variation of tangent modulus with stress for 2024-T3 aluminum-
alloy sheet at 550° F.
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